
Polycom¨ HDX 4000ª Series
Premier Personal Communication Solution

Benefits

High definition video conferencing Ð 
Natural communications in 1280 x 720 at
30fps (720p), with exceptional resolution
at lower data rates

High definition voice Ð Polycom 
Sirenª 22 technology for high-fidelity
stereo audio

High definition content sharing Ð
Share graphics, presentations, and rich
media content with HD and non-HD sys-
tems with the use of People+Contentª,
People+Content IP and People On Content
collaboration technology

Large HD DisplayÐ 20.1Ó widescreen 
display for compelling presentations and
life-like video conferences

Powerful HD AudioÐ Four powerful 
built-in speakers and superior microphone
technology for rich stereo sound

Multipoint capabilities Ð An optional 
4-way embedded multipoint bridge for
greater flexibility in large conferences

Flexible connectivity Ð Optional net-
work interfaces for easy access to your
BRI, PRI or V.35 network

Key element of a total Polycom video
solution Ð Seamlessly integrates with 
the Polycom RMX 2000ª conference
bridge, Video Media Centerª 1000 solu-
tion, RSSª 2000 recording and streaming
server, and ReadiManager¨ SE 200 
management and scheduling application

The Ultimate in Executive Desktop
Communication for High Definition Video
Conferencing, Audio, and Content Sharing 

Performance-engineered to deliver high-definition video and audio, the Polycom HDX 4000 desktop video 

conferencing series redefines the personal communication experience.  Merging an extraordinary degree of

visual and acoustic clarity with powerful functionality, the HDX 4000 series brings unprecedented immediacy

to video conferences, audio interactions, and content exchanges. 

Communicate in High Definition

The HDX 4000 series leverages decades of design innovation and the legendary quality of Polycom to deliver

the premium desktop system for rich media communication.  With a twenty-inch video screen, an acoustically

superior stereo sound system and modern, streamlined design, the Polycom HDX 4000 series combines 

professional-level video conferencing with full PC and Mac monitor functionality. 

Built to High-Definition TV (HDTV) industry standards, screen colors are more vibrant, movements smoother,

and expressions unmistakable.  Polycom HD Voiceª, delivered through dual, built-in microphones, enables

users to hear remote participantsÕ voices in stereo, while advanced four-way speakers deliver astonishingly

life-like audio.  As a result, interactions with colleagues and partners, across campus or around the globe, 

are more natural than ever. 

Make Content Collaboration Easier Than Ever 

The HDX 4000 series also includes powerful tools for content sharing.  Presentations, graphics, spreadsheets

and multimedia files can be incorporated into video conferences, facilitating collaboration and quicker deci-

sion making.  Additionally, with PolycomÕs People On Contentª embedded chroma key technology, the userÕs

image can be inserted into the foreground of the content and appear to be part of the presentation.

Make Great Things Happen With Polycom HDX 4000 Series

In todayÕs Internet driven world, the ability to conduct real time communication and collaboration has 

become critical to an organizationÕs survival.  As the market leader in voice, video, data and Web solutions,

our award-winning conference technology makes it easy for people to interact and maximize productivity Ð

over any network, in just about any environment, anywhere around the globe.  ThatÕs why more organizations

worldwide use and prefer Polycom conferencing solutions. Because when people work together, great things 

happen. See how you too, can achieve great things with Polycom HDX 4000 series.  
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Models
• HDX 4002™ (HD ready)
• HDX 4002 XL (includes content sharing)
• HDX 4001™ (upgradeable to HD)
• HDX 4001 XL (includes content sharing)

Video Standards & Protocols
• H.264
• H.263++
• H.261
• H.239 / People+Content 
• H.263 & H.264 Video Error Concealment

People Video Resolution
• 720p, 30fps at 1Mbps–4Mbps (HDX 4002)
• 4SIF (704 x 480)/4CIF (704 x 576) at

256Kbps–1Mbps (HDX 4002)
• 4SIF (704 x 480)/4CIF (704 x 576) at

256Kbps–4Mbps (HDX 4001)
• SIF (352 x 240), CIF (352 x 288)
• QSIF (176 x 120), QCIF (176 x 144)

Supported PC Input Resolutions 
• 1600x1200, 1680x1050, 1600x1000,

1400x1050, 1344x1008, 1344x840,
1280x1024, 1280x960, 1280x800, 1280x720,
1024x768, 800x600 

Display
• 20.1” widescreen LCD display
• 1680 x 1050 native max resolution 
• 16:9 Aspect Ratio

Camera
• 5 megapixel camera 
• 1280 x 720 video capture resolution
• 65° field of view
• 2x digital zoom
• EPTZ camera control
• Privacy shutter

Speakers
• Frequency range: 85Hz - 20kHz 
• Four built-in, independent speakers

Audio Standards & Protocols
• Polycom StereoSurround™ 
• 22kHz bandwidth with Polycom Siren 22
• 14kHz bandwidth with Polycom Siren 14 ,

G.722.1 Annex C
• 7 kHz bandwidth with G.722, G.722.1
• 3.4 kHz bandwidth with G.711, G.728,

G.729A
• Automatic Gain Control
• Automatic Noise Suppression
• Instant Adaptation Echo Cancellation
• Audio Error Concealment
• Headset input for privacy

Other ITU-Supported Standards
• H.221 communications
• H.224/H.281 far-end camera control
• H.323 Annex Q far-end camera control
• H.225, H.245, H.241, H.331
• H.239 dual stream
• H.231 in multipoint calls
• H.243 chair control
• H.460 NAT/firewall traversal
• BONDING, Mode 1

Network
• Interfaces

- 2-port 10/100 auto NIC switch, RJ45
connectors

- RJ11 analog phone connector
• H.323 up to 4Mbps (2 Mbps standard)
• SIP up to 4Mbps (2 Mbps standard)
• H.320 

- ISDN Quad BRI
- ISDN PRI T1 or E1
- Serial (RS449, V.35, RS 530) up to

2Mbps

• iPriority™ for QoS
• Reconfigurable MTU size
• Auto SPID detection and line number 

configuration
• Lost Packet Recovery (LPR) for QOS

User Interface
• COD (Polycom PathNavigator™ Conference

on Demand) 
• Directory Services
• System Management

- Web-based
- SNMP
- Global Management System™
- ReadiManager SE 200

• CDR
• API controls via Telnet
• International languages (17)

Security
• Secure Web
• Secure Telnet
• Security mode
• Embedded AES FIPS 197, H.235V3 and

H.233/234
• Secure password authentication

Options
• Content sharing

- People+Content, People+Content IP,
People On Content

• MPPlus software for up to 4 sites
• 4 Mbps line rate 

Electrical
• Auto sensing power supply
• Typical operating voltage/power 189VA @

115V @ 60 Hz @ .67 PF
• Typical operating voltage/power 192VA @

230V @ 60 Hz @ .66 PF

• Typical operating voltage/power 196VA @
230V @ 50 Hz @ .65 PF

These numbers were empirically collected
under TYPICAL operating conditions. No
attempt was made to force max power con-
sumption.  Voltages and currents are RMS.
Power units are Volt-Amp.

Environmental Specifications
• Operating Temperature: 0-40oC
• Operating Humidity: 10-80%
• Non-Operating Temperature: -40 o -70o C
• Non-Operating Humidity (Non-condensing):

10-90%
• Maximum altitude: 10,000 feet

Physical Characteristics
• HDX 4000 LCD with stand

- Display: 20.1” (H) x 21.9” (W) x 9.3” (D)
- LCD 20.1” diagonal
- Stand: 12.8” (W) x 9.2” (D)

• HDX 4000 Base Box with removable stand
- 13.87” (H) x 5.08” (W) x 11” (D)

Warranty
• One-year return to factory parts and labor
• 90-day software warranty

Technical Documentation
• Award-winning documentation for setting

up, maintaining, and using the system
• Available at www.polycom.com/videodocu-

mentation 
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Stereo
Microphone

Microphone and
Headphone jacks

Dialing keypad

Speakers Speakers



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




